Needle Nose pliers are perfect for looping, cutting

Needle Nose Pliers

and forming wire.

. Cross-hatching on jaws grabs
work tightly.

. Precision made of fine polished,
high carbon drop forged steel.

. Cutting edges are induction
hardened for long life.

. High-visibility, ergonomic

comfort-grip handles have slip

guards.

Specifications| 6" (P6CN) | 7" (P7CN) | 8" (P8CN)
Length 1506:nm 1;3/:1:'« ;jzsf;
Weight 53120;. 752310; ' 8;367 ng.

Jaw Length 522_58/6:‘); 2&%3;6:' g;?o,/:::
Cutting Length 1(1)3;?:“ 1(1)35/>3r§:n 12.1';2r:|m
Joint Thickness 12)323:]; 1;3é3ri:n 12,1;2;m
Joint Width 1; /r::lr‘n 2;/r8n“m 25.£11Hmm
Tip Width N S et

Cementex double-insulated tools:
e  Comply with the IEC 900 standard

e Comply with ASTM F1505-01 standard

e Help you meet requirements of:

OSHA 1910.331-335 | NFPA 70E 2004 | CSA-Z462

Cementex double-insulated tools are:
e Tested to 10,000 VAC and rated for 1,000 VAC when working on live parts
e Made in the US.A.
e Marked with the international safety symbol— %]UUU"-’
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