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Sockets:
Impact

Impact sockets are made with extra-thick
sidewalls to withstand the shock and vibration
of each impact. Beaks and / or cracks are
prevented by the chrome molybdenum steel,
which adds elasticity to the socket. Impact
sockets have sidewalls that are 50% thicker
than standard sockets, and are finished in a
black oxide finish. Impact sockets are suitable
for use with pneumatic impact tools, such as
electric or pneumatic wrenches, to remove
seized nuts and bolts. They are less shatter-
prone and anti-corrosive.
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1/2” 1IS38-16-IMPACT 1IS38-16L-IMPACT 1IS12-16L-IMPACT 10mm 1IS38-10M-IMPACT
9/16” 1IS38-18-IMPACT 1IS38-18L-IMPACT 1S12-18L-IMPACT 12mm 1IS38-12M-IMPACT
5/8” 1S38-20-IMPACT | 1S38-20L-IMPACT 1IS12-20L-IMPACT 13mm IS38-13M-IMPACT
3/4” 1IS38-24-IMPACT | 1S38-24L-IMPACT 1S12-24L-IMPACT 14mm 1S38-14M-IMPACT
1-1/2” — 1IS38-48L-IMPACT IS12-48L-IMPACT 15mm 1IS38-15M-IMPACT
1-9/16” — 1IS38-50L-IMPACT 1IS12-50L-IMPACT 16mm IS38-16M-IMPACT
1-5/8” — 1IS38-52L-IMPACT 1S12-52L-IMPACT 17mm 1IS38-17M-IMPACT
1-11/16” — IS38-54L-IMPACT 1S12-54L-IMPACT 18mm 1IS38-18M-IMPACT
1-5/8” — IS38-56L-IMPACT IS12-56L-IMPACT 19mm 1IS38-19M-IMPACT

Additional size/length options available upon request.

Cementex double-insulated tools:
e Comply with the IEC 60900 standard
e Comply with ASTM F1505 standard
¢ Help you meet the requirements of OSHA Safety Related Work
Practices, NFPA 70E Standard and CSA-7462

Cementex double-insulated tools are:
* Tested to 10,000 VAC and rated for 1,000 VAC/1,500DC when
working on live parts

* Manufactured in the U.S.A. with both US and globally sourced
materials

* Marked with the international safety symbol —A 1000V
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