Torque Tools

Lemen/ey que 1
Recalibration and
Recertification Services

The importance of following and meeting torque specifications has been
becoming more important by the day and are typically required in order to
maintain manufacturer warranties on the equipment being worked on. This
means that it is imperative to maintain annual calibrations/certifications on your
torque tools on top of always storing adjustable models at their lowest torque
setting without forcing below that setting.

Our recalibration and recertification services include
minor repairs if required for all of our units. Upon MEOEEA
inspection, should major repairs be required a quote zi::” —
for the work would be provided.

Warranties on our torque tools apply only to tools that have maintained their
annual calibrations.

Torque Tools Recalibration/Recertification Services

Part Number Description

Torque Wrench: Recalibration and Recertification
CPT-TW : :

(excludes any major repair costs)

Torque Screwdriver: Recalibration and Recertification
CPT-TS . .

(exlcudes any major repair costs)

Order Form/Packing Slip combination form should be downloaded from link
below:

e Torque Tools Recalibration/Recertification

Torque tools recalibrations and recertification services are not subject to discounts.

Cementex double-insulated tools:
e Comply with the IEC 60900 standard
e Comply with ASTM F1505 standard
* Help you meet the requirements of OSHA Safety Related Work
Practices, NFPA 70E Standard and CSA-Z462

Cementex double-insulated tools are:
¢ Tested to 10,000 VAC and rated for 1,000 VAC/1,500DC when
working on live parts
¢ Manufactured in the U.S.A. with both US and globally sourced
materials
* Marked with the international safety symbol —A 1000V
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https://www.cementexusa.com/wp-content/uploads/2016/07/TWOrderForm.pdf

